CE3TMKA

Long Throw CoEntrant Loudspeaker System
ARCHITECTS’ AND ENGINEERS’ SPECIFICATIONS

Exclusive CoEntrant Design

The CE3TMKA loudspeaker system was developed for use in large systems where its long throw characteristics are needed to "throw" sound long distances. Its tight 60° by 25° pattern and high output SPL enable it to "lay down" over 95 dB at 600 feet! The powerful CE3TMKA features

CoEntrant Waveguide technology, a Renkus-Heinz breakthrough in loudspeaker design that provides true point source performance along with natural signal alignment and tightly controlled dispersion. The end result is unprecedented sound clarity and near perfect imaging, even at high SPL levels. The CE3TMKA is packaged ina 20° trapezoidal enclosure that is easy to array and offers smooth coverage in both small and large arrays.

True Point Source Performance

The unique CoEntrant design of the CE3TMKA loudspeaker ensures proper signal alignment and constant directivity and "Q" through crossover. This enables the CE3TMKA to provide tonal balance and resolution not attainable from other designs. Six 6.5" carbon-fiber, mid-range drivers and six extended-range, high-frequency drivers mounted in a close coupled CoEntrant array feed a single large format horn to complete the picture. They add virtually distortion free performance to this loudspeaker's credentials.
Matching Low Frequency Enclosure

The matching CE3TLOK low frequency loudspeaker features 4 heavy-duty 12" woofers in an efficient horn-loaded, band-pass design that has the same acoustic origin as the CE3TMKA assuring proper signal alignment. The CE3TLOK's band-pass design provides excellent directional control and solid bass down to 60 Hz. Matching, horn-loaded, dual 15" and dual 18" subs are also available for any applications that need even more low frequency energy.

Advanced System Controllers

The controllers used with these loudspeakers feature advanced electronic crossovers, response equalization and new protective circuitry. The protective circuitry effectively prevents damage from all types of overload without upsetting the system balance or introducing distortion into the system.

Choice of Finish and Rigging Hardware

Added cost options include weather resistant treatment and side mounted Aeroquip track fittings in place of the universal mounting hardware. The CE3TMKA is normally furnished with a black paint finish, but black carpet is also available.

