CELF125-1K

Medium-Power CoEntrant Modules
ARCHITECTS’ AND ENGINEERS’ SPECIFICATIONS

The loudspeaker shall be a Renkus-Heinz CEM125-1K or approved equal 2-way loudspeaker system utilizing CoEntrant waveguide technology. It shall provide true point source performance with natural signal alignment and constant "Q" through the crossover region.

The loudspeaker system shall consist of dual 6.5" carbon fiber cone MF drivers and an extended range 1" HF driver coupled to a single mid/high frequency horn. The loudspeaker shall provide closely controlled 120° horizontal dispersion and 50° (+20° & -30°) vertical coverage. Its high frequency power handling capacity shall be no less than 80 Watts program power @ 8 Ohms; mids shall have a 520 Watt @ 8 Ohms rating. Sensitivity shall be no less than 104 dB @ 1w,1m with a program SPL of at least 131 dB. The frequency response shall be 350 Hz to 18 kHz.

A matching 12" low frequency enclosure, Renkus-Heinz CELF12-1K or approved equal shall also be provided. It shall have a 700 Watt at 8 Ohms program power rating and deliver an output SPL of 123 dB from 40 to 350 Hz.

The enclosures shall be trapezoidal in shape and constructed from multi-ply hardwood. The finish shall be (black paint) (white paint) (natural) (weather resistant). Connectors shall be (screw terminals) (4-pin Neutrik connectors).

The loudspeakers shall be no larger than 16 1/4" high, 19 1/2" wide and 19 1/4" deep and shall weigh no more than 54 Lbs.  A matching perforated metal grille shall be included. The enclosures shall be equipped with universal mounting hardware providing a minimum of twelve 1/4-20 attachment points.
