CEM94-2K

Medium-Power CoEntrant Modules
ARCHITECTS’ AND ENGINEERS’ SPECIFICATIONS

The loudspeaker shall be a Renkus-Heinz CEM94-2K or equal CoEntrant system with true point source performance.

The loudspeaker system shall consist of dual 6.5" carbon fiber cone MF drivers and dual extended-range 1" HF drivers coupled to a single mid/high frequency horn plus two additional 6.5 " MF drivers coupled to a second horn. The speaker shall provide 90° x 40° coverage. The loudspeaker shall also include a built-in mid/high frequency crossover network. Its program power rating shall be 1040 Watts at 4 Ohms. Sensitivity shall be no less than 107 dB @ 1w,1m with a maximum SPL of at least 137 dB and a frequency response of 350 Hz to 18 kHz.

The enclosure shall be trapezoidal in shape with 10° sides. It shall be constructed from 13 ply birch, heavily braced and lined with fiberglass to suppress resonances. It shall be no larger than 32.5" high and 21" wide, be no deeper than 23.75", and weigh no more than 150 Lbs. A matching perforated metal grille backed with protective foam shall be included.

The finish shall be (black paint) (white paint) (natural) (weather resistant). Connectors shall be (4-pin Neutrik) (screw terminals).

The enclosure shall be equipped with (3/8-16 universal mounting hardware offering 12 attachment points) (handles).
