DRS18-2
18" Direct Radiating Subwoofer
ARCHITECTS’ AND ENGINEERS’ SPECIFICATIONS

The loudspeaker shall be a Renkus-Heinz Model DRS18-2 or approved equal self-powered direct radiating dual 18" subwoofer.

The 18" woofer shall have been designed specifically for use in high power subwoofers. It shall have a 4" edge-wound, copper-ribbon voice coil, rigid cast-alloy frame and treated weather-resistant fiber cone. Cone excursion shall be a minimum of 2".

Each 18” woofer's power handling capacity shall be no less than 400 Watts RMS @ 8 Ohms (800 Watts program); sensitivity shall be no less than 98 dB @ 1w,1m. Maximum program SPL shall be at least 127 dB. Frequency response shall be 32 Hz to 120 Hz.

The woofer shall be mounted in a horn-loaded vented chamber having a volume of at least 16 cubic feet. The complete enclosure shall be constructed from 13 ply birch, heavily braced and lined with fiberglass to suppress resonances. It shall be no larger than 24" high and 48" wide, and be no deeper than 24", and weigh no more than 185 Lbs.

A matching perforated metal grille backed with protective foam shall be included. The finish shall be (black paint) (white paint) (natural) (custom color) (weather resistant). Connectors shall be (looping Neutrik SpeakOn) (Screw type terminals). [The enclosure shall be equipped with (handles) (Metric M10 universal mounting hardware offering 16 attachment points) (casters).
