PN102LA & PN102LAR         

Self-Powered Line Array Systems
ARCHITECTS AND ENGINEERS SPECIFICATIONS

The line array loudspeaker system shall be a Renkus-Heinz (PN102LA) (PN102LAR) or approved equal full-range, 2-way line array loudspeaker system.
It shall consist of (    ) (PN102LA) (PN102LAR) line array modules and a heavy metal fly-bar capable of supporting up to 12 line array modules in either a straight line, curved or “J” configuration. The fly-bar shall be designed to allow multiple tilt angles.
Each (PN102LA) (PN102LAR) line array loudspeaker module shall include dual heavy duty 10” woofers and dual extended range I” HF drivers in an isophasic design. It shall provide 150º horizontal dispersion and tightly controlled vertical coverage. The frequency response shall be 60 Hz to 18 kHz; maximum high frequency program SPL shall be at least 132 dB, low frequency SPL at least 129 dB program.
The loudspeaker shall have a self-contained Class A/B power amplifier designed specifically for the loudspeaker's requirements. The amplifier module shall include complete crossover, protection and equalization circuitry. It shall operate from (115 V, 60 Hz) (230 V, 50/60 Hz) and deliver a minimum of 500 Watts program to the transducers. 

PN102LAR only - - The self-contained amplifier shall be empowered with Ethernet networking capabilities that include CobraNet multi-channel digital audio distribution and DSP control and supervision from a remotely located computer.

The enclosure shall be constructed from multi-ply hardwood. It shall be no larger than 12” high, 23 3/4” wide and 16” deep. It shall weigh no more than 82 Lbs. The finish shall be (black paint) (white paint) (natural) (custom color) (weather resistant). A matching perforated metal “acoustic diffractor” grille which eliminates mid- frequency narrowing shall be included.

The loudspeaker shall be equipped with looping XLR connectors and with heavy-duty “quick-release” flying hardware providing a wide-range of aiming angles and a safety margin of at least 5 to 1 (10 to 1 if IB0002 hardware is used).  

PNX102LA 

Line Array Systems
ARCHITECTS AND ENGINEERS SPECIFICATIONS

The line array loudspeaker system shall be a Renkus-Heinz PNX102LA or approved equal full-range, 2-way line array loudspeaker system.
It shall consist of (    ) PNX102LA line array modules and a heavy metal fly-bar capable of supporting up to 12 line array modules in either a straight line, curved or “J” configuration. The fly-bar shall be designed to allow multiple tilt angles.
Each PNX102LA line array loudspeaker module shall include dual heavy duty 10” woofers and dual extended range I” HF drivers in an isophasic design. It shall provide 150º horizontal dispersion and tightly controlled vertical coverage. The frequency response shall be 60 Hz to 18 kHz; maximum high frequency program SPL shall be at least 133 dB, low frequency SPL at least 130 dB program.
The module shall be capable of handling 800 Watts program at low frequencies and 200 Watts program at high frequencies.

The enclosure shall be constructed from multi-ply hardwood. It shall be no larger than 12” high, 23 3/4” wide and 16” deep. It shall weigh no more than 72 Lbs. The finish shall be (black paint) (white paint) (natural) (custom color) (weather resistant). A matching perforated metal “acoustic diffractor” grille which eliminates mid- frequency narrowing shall be included.

The loudspeaker shall be equipped with looping Neutrik SpeakOn connectors and with heavy-duty “quick-release” flying hardware providing a wide-range of aiming angles and a safety margin of at least 5 to 1 (10 to 1 if IB0002 hardware is used).  
