Model PN112SUB(    )

ARCHITECTS AND ENGINEERS SPECIFICATIONS
Self-Powered 12” Subwoofer

The loudspeaker shall be a Renkus-Heinz Model PN112SUB(   ) or approved equal direct radiating subwoofer with a 12" woofer.
The 12" woofer shall have a 3" edge-wound voice coil with a "long-throw" magnetic structure and be capable of handling 400 Watts RMS, 800 Watts program.

The subwoofer shall have a frequency range of 40 Hz to 120 Hz. Its maximum output SPL level shall be at least 123 dB program.

The subwoofer's enclosure shall be constructed from 13-ply birch, heavily braced and lined with fiberglass to suppress resonance. The enclosure shall weigh no more than 82 Lbs. and shall be no larger than 20 1/2" high, 15 1/2" wide, and 21 1/2" deep.) 
A matching perforated metal grille shall be included. The finish shall be (black paint) (white paint) (custom color paint) (natural) (weather resistant.) Connectors shall be looping (female in/male out) XLR connectors.
The loudspeaker shall have a self-contained Class A/B power amplifier designed specifically for the loudspeaker's requirements. The amplifier module shall include crossover, protection and equalization circuitry. It shall operate

from (115 V AC, 60 Hz.) (230 V AC, 50/60 Hz.)
PN112SUBR only - - The self-contained amplifier shall be empowered with Ethernet networking capabilities that include CobraNet multi-channel digital audio distribution and DSP control and supervision from a remotely located computer.
Optional – The loudspeaker shall be equipped with (Metric M6 universal mounting hardware providing a minimum of 12 attachment points.) (handles.) (a tripod socket.)

Model PNX112SUB
ARCHITECTS AND ENGINEERS SPECIFICATIONS
12” Subwoofer

The loudspeaker shall be a Renkus-Heinz Model PNX112SUB or approved equal direct radiating subwoofer with a 12" woofer

The 12" woofer shall have a 3" edge-wound voice coil with a "longthrow" magnetic structure and be capable of handling 400 Watts RMS, 800 Watts program.

The subwoofer shall have a frequency range of 40 Hz to 120 Hz. Its maximum output SPL level shall be at least 125 dB program.

The subwoofer's enclosure shall be constructed from 13-ply birch, heavily braced and lined with fiberglass to suppress resonance. The enclosure shall weigh no more than  72 Lbs. and shall be no larger than 20 1/2" high, 15 1/2" wide, and 21 1/2" deep.) 
A matching perforated metal grille shall be included. The finish shall be (black paint) (white paint) (custom color paint) (natural) (weather resistant.) Connectors shall be looping (female in/male out) Neutrik SpeakOn connectors.
Optional – The loudspeaker shall be equipped with (Metric M6 universal mounting hardware providing a minimum of 12 attachment points.) (handles.) (a tripod socket.)

