Model ST4LR
PowerNet, Low Frequency Loudspeaker Module

ARCHITECTS' AND ENGINEERS' SPECIFICATIONS
The loudspeaker shall be a Renkus-Heinz ST4LR PowerNet or approved equal dual 12" low frequency enclosure. 
The loudspeaker shall have a self-contained Class D digital power amplifier designed specifically for the loudspeaker's requirements. The amplifier module shall include complete crossover, protection and equalization circuitry. It shall operate from 115/230 V, 50/60 Hz AC and deliver a minimum of 850 Watts RMS to the transducers. 

The self-contained amplifier shall be empowered with Ethernet networking capabilities that include CobraNet multi-channel digital audio distribution and DSP control and supervision from a remotely located computer.

The loudspeaker system shall include 2 heavy-duty 12" woofers in a dipolar design for improved horizontal directional control. The frequency response shall be 40 Hz to 500 Hz; maximum program SPL shall be at least 129 dB.  

The enclosure shall be trapezoidal in shape and constructed from multi-ply hardwood. It shall be no larger than 30¼" high, 16 5/8" wide and 23½" deep. It shall weigh no more than 130 Lbs. 

The finish shall be either (black paint) (white paint) (natural) (custom color) (weather resistant). A matching perforated metal grille shall be included. 

Optional – The loudspeaker shall be equipped with (Metric M10 universal mounting hardware providing a minimum of 12 attachment points) (Aeroquip fly-track) 
(R-Hang hardware) (handles).
Model STX4L

Non-Powered, Low frequency loudspeaker

ARCHITECTS' AND ENGINEERS' SPECIFICATIONS
The loudspeaker shall be a Renkus-Heinz ST4L PowerNet or approved equal dual 12" low frequency enclosure.  

The loudspeaker system shall include 2 heavy duty 12" woofers in a dipolar design for improved horizontal directional control.  The frequency response shall be 40 Hz to 500 Hz; maximum program SPL shall be at least 133 dB.  

The enclosure shall be trapezoidal in shape and constructed from multi-ply hardwood.  It shall be no larger than 30¼" high, 16 5/8" wide and 23½" deep. It shall weigh no more than 100 Lbs. 

The finish shall be (black paint) (white paint) (natural) (custom color) (weather resistant). A matching perforated metal grille shall be included. 
The loudspeaker shall be equipped with (looping {female in/male out} Neutrik SpeakOn connectors) (screw type terminals).

Optional – The loudspeaker shall be equipped with (Metric M10 universal mounting hardware providing a minimum of 12 attachment points) (Aeroquip fly-track)    
(R-Hang hardware) (Handles).

