TRC81/9K

COMPACT 2-Way COMPLEX CONIC Loudspeaker
ARCHITECTS’ AND ENGINEERS’ SPECIFICATIONS

The loudspeaker shall be a Renkus-Heinz model TRC81/9K or approved equal full-range, 2-way loudspeaker system utilizing Complex Conic horn technology. Loudspeakers having conventional constant beamwidth or oval horns will not be considered equal.

The loudspeaker system shall consist of a heavy duty 8" woofer and an extended range 1" Titanium HF driver coupled to a single Complex Conic, high frequency horn. The 8" woofer shall have a 2" VC, treated fiber cone and 140 watt program power rating. High frequency power handling capacity shall be no less than 15 watts RMS @ 8 ohms The loudspeaker shall provide closely controlled 90° horizontal dispersion and 60° vertical coverage.
1w,1m sensitivity shall be no less than 90 dB @ 500 Hz with a maximum SPL of at least 111dB. The frequency response shall be 65 Hz to 20 kHz. The enclosure shall be "multi-angled" in shape and constructed from multi-ply hardwood. The finish shall be (black paint) (white paint) (custom color paint) (natural) (weather resistant). The loudspeaker shall be equipped with a matching perforated metal grille and (screw type terminals) (Neutrik 4-pin connectors).

The loudspeaker shall be no larger than 19 3/4" high, 9 3/4" wide and 9" deep. It shall weigh no more than 17 Lbs. shall be included. The enclosure shall be equipped with (a minimum of 12 attachment points) (a nut-plate for Omnimount Series 75 mounting hardware) (a U bracket). It shall also include a built-in crossover having a program power rating of 140 watts at 8 ohms.

