Architects and Engineers Specifications

CF18S / CFX18S Series
The loudspeaker shall be a Renkus-Heinz (insert model number) or approved equal direct radiating subwoofer.
The loudspeaker system shall include a heavy duty 18" woofer with a 4” voice coil, rigid cast-alloy frame and long throw magnetic structure.  The frequency response shall be 35 Hz to 100 Hz.

For CFX18S models only, include - - The loudspeaker shall include a built-in crossover having a program power rating of at least 900 Watts @ (4 Ohms) (8 Ohms) and be equipped with looping Neutrik 4-pin Speakon style connectors. It shall deliver a maximum SPL of at least 128 dB peak. The loudspeaker shall weigh no more than 91 Lbs.

For CF18S-5 & CF18S-5R models only, include - - The loudspeaker shall have a self-contained Class D power amplifier designed specifically for the loudspeaker's requirements. The amplifier module shall include complete crossover, protection and equalization circuitry and be equipped with looping (female in, male out) XLR type connectors. It shall operate from 120 V /240 Volts 50/60 Hz and deliver a minimum of 500 Watts RMS to the transducer; maximum peak SPL shall be at least 126 dB. The loudspeaker shall weigh no more than 96 Lbs.

For CF18S-5R models only, also include - - The self-contained amplifier shall be empowered with Ethernet networking capabilities that include CobraNet multi-channel digital audio distribution and DSP control and supervision from a remotely located computer. 

For all CF18S and CFX18S models, include - - The enclosure shall be constructed from multi-ply hardwood.  It shall be no larger than 29 1/2" high, 22 1/4" wide and 23 1/2" deep. The finish shall be black paint.  A matching perforated metal grille shall be included. It shall be equipped with universal mounting hardware providing a minimum of 6 Metric M10 thread attachment points, a tripod socket and handles.
